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Please contact 1-800-543-3348 for further assistance. 

Installation (continued)  

Securing the fixture
□ Install the Rubber Washers (EE) and secure the 
 Fixture (AA) to the Cross Bar Screws (DD) by 
 tightening Decorative Nuts (FF).
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Turning the power on
□ Turn the power on at the circuit breaker or replace fuse.10

Installing the fixture
□ Gently align Fixture (AA) by aligning the Fixture Mounting Screws (DD) thru the 2 holes in the back plate.
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Hand tighten
finials only. 
Do not use any
tools as over
tightening 
may cause
damage to the
fixture housing. 
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NOTE: Use caulking/silicone 
sealant (not included) around the 
mounting plate and the wall 
surface to seal this will prevent 
water penetration. 
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  Retain this manual for future use.

Choose from Amber Flame (1800k) or Solid White (2700k) using the switch located on the bottom 
of the fixture backplate.
□ When the slide switch is set to FL (Flame), the color temperature fixes at 1800K.
□ When the slide switch is set to SW (Solid Soft White), the color temperature fixes at 2700K.  
 

Mode Changing Instructions
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Contact Feit Electric at info@feit.com or call
1-800-543-3348

7 a.m. - 5 p.m., PCT, Monday - Friday
for instructions on replacement.

Do not return the product to the store.
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Retain this manual for future use.


